
PHONE CUBES are free standing enclosed rooms equipped with ventilation, lighting, and occupancy sensors to create an 
acoustically sound space within an open environment.

For additional resources, please visit the Dauphin website at www.dauphin.com.

Shelf contains 2 USB + 2 Standard AC power charging unit 
and can be installed at Desk or Bar height.

All panels can be specified with di�erent finishes except the 
doorway, which must be glass. Panels can be supplied with 
insulated safety glass, acoustic fabric panels, melamine and/or 
white boards. Each panel can have a di�erent finish, and the 
interior panel finish can be di�erent from the exterior panel 
finish. Panels are interchangeable and can be sequenced in the 
field.

Patented ventilation system with an air exchange rate of 30 
times per hour, means the air within the CUBE is exchanged 
every two minutes. As a result, no cooling system or thermostat 
is required. The ventilation is activated by an occupancy sensor.

Features and Benefits
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PHONE CUBE 

Acoustic panels have a NRC Class A, sound absorption 
rating of .95, and STC Insulation value of 38 dB.

SOUND ABSORPTION AND INSULATION

Lighting system carries a A++ EU energy label, which has 
low energy consumption, minimal output of heat, and a life
expectancy of 40,000 (13+ year at 8 hours per day) operating 
hours. The LED light is activated by an occupancy sensor.

LIGHTING

POWER AND DESK STANDARD

VENTILATION SYSTEM

FINISHES

The Phone Cube is part of the CUBES family which is 
flexible in size as the unit can be designed in various 
lengths, widths, and heights.

FLEXIBLE FOOTPRINT

Quiet spaces, private phone calls, and video 
conferencing.

APPLICATIONS

Phone Cubes are free standing and install on top of
any existing floor, and can be leveled approximately 1".
The average assembly time is approximately three hours.

INSTALLATION


